Amendments to the Claims 

Please make the following amendments to the Claims: 
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1 . (Current^ Amended) Apparatus for a portal server system for managing a collection of 
associated portlets responsive to user requests to access a web application, the apparatus 
conprising: 

portlet application sessbn means a shared portlet applicatbn sessbn object for saving 
parameters from user requests of associated portlets , the portlet application 
session object accessible by each portlet in a portlet application and configured 
to albw each portlet in the portlet application to share session information, the 
portlet application session object stored on a memory and executed by a 
processor ; and 

a portlet application communication client linked to said shared portlet application 

sessbn object means for communicating between said associated portlets and 
said web appKcation to convey user requests received fiom said associated 
portlets to said web appKcatba 

2. (Original) The apparatus of claim 1 wherein said portlet applicatbn communication client stores 
user session informatba 

3. (Cancelled). 
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4. (Original) The apparatus of claim 1 wherein said associated portlets have portlet request 
parameter maps for storing data and instructions from user requests to said portlets. 

5 . (Current^ Amended) The apparatus of claim 1 wherein [[a]] tiie portlet application is adapted 
to operate on said portal server system for managing said collection of associated portlets. 

6. (Original) The apparatus of claim 1 wherein said portlet application communication cKent has 
access to a user session information store for storing user sessbn informatioa 

7. (Original) The apparatus of claim 1 wherein said portlet application communication cMent 
includes a user session information store for storing user sessbn information 

8 . (Original) The apparatus of claim 2 wherein said user session information includes user session 
information for mapping said user session information to a corresponding session of said web 
applicatioa 

9. (Original) The apparatus of claim 8 wherein said user session information is selected from the 
set comprising: user id, user credentials, language preferences, session timeout informatbn, 
session id, for mapping said user sessbn informatbn to a corresponding sessbn of said web 
applicatioa 
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(Original) The apparatus of claim 1 wherein said pordet application communication cKent has a 
request buffer for storing requests from said associated portlsts to enable said communication 
client to provide data and instructions for said web application 

(Original) The apparatus of claim 10 wherein said communication cKent has a request buffer for 
storing requests from said pordet request parameter maps of said associated portlets to enable 
said communication cMent to provide data and instructions for said web applicatioa 

(Current^ Amended) A portlet application for managfag a coEectbn of associated portlets in a 
portal, for operating on a server providing access to a web application by a user; 

said associated portlets having portlet request parameter maps storing data and 

instructions from user requests to said portlets; 
a shared portlet appKcatbn session object for said user for said associated portlets , the 

shared portlet application session object accessible by each portlet in a portlet 

application, the shared portlet appKcatbn session object stored on a memory 

and executed by a processor; 
a shared portlet appKcatbn sessbn data store controlfed by said shared p ortlet 

application sessbn objec t the shared portlet applbatbn sessbn data store 

confeured to albw each portlet in the portlet appKcatbn to share sessbn 

information ; 



a portlet application communication cKent linked to said shared p ortlet application data 
store for communicating between said associated portlets and said web 
appKcation to convey user requests received fiom said associated portlets to 
said web application; and 

said communication client having a request buffer for storing requests from portlet 
request parameter maps of said associated portlets to enable said 
communication client to provide data and instructions for said web applicatioa 

(Current^ Amended) A portlet application communication client linkable to said shared portlet 
appKcation session data store of claim 12 for communicating between said associated portlets 
and said web application to convey user requests received from said associated portlets to said 
web appKcatbn; 

said portlet application communicatbn cMent having a user sessbn informatbn store for 
storing user session information including selected informatbn from the set of the 
following user session information: user id, user credentials, language 
preferences, sessbn timeout information, and session i d, e tc. for mapping said 
user sessbn informatbn to a corresponding sessbn of said web applbatbn; 

said session timeout informatbn including sessbn timeout informatbn of said portal 
server and said web applbatbn 



1 4 . (Original) The apparatus of claim 1 3 fijrther including synchronization means for said portlet 
application communication client for matching session timeouts between said portal server and 
said web appKcation by reauthenticating said user if said web application times out before said 
portal server. 

1 5 . (Original) The apparatus of claim 1 4 finther including synchronization means for said portlet 
application communication client for matching session timeouts between said portal server and 
said web application by reauthenticating said user from stored information in said user session 
information store if said web appKcation times out before said portal server. 

1 6. (Current^ Amended) Apparatus for a portal server adapted to operate a web portal to provide 
access to a web appKcation; having a portlet appKcation operating on said portal server, for 
managing a colectbn of associated portiets; wherein said portlet appKcation inchides: means to 
initiate portiets on requests of a user to access said web appKcation; means to manage a shared 
portlet appKcatbn sessbn object for said portiets; and, a shared portlet appKcation session 
obj e ct data store controKed by said shared portlet appKcation session object for saving 
parameters from user requests for associating said portiets with said with said shared portlet 
appKcation session object, the apparatus conprising: 

a portlet appKcation communication cKent Knked to said shared portlet appKcation 

session data store for communicating between said associated portiets and said 
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web application to convey user requests received from said associated portlets 
to said web appKcatio n, wherein the shared portlet application sessbn data 
store is shared by each portlet in a portlet appKcation and is configured to albw 
each portlet in the portlet application to share sessbn information through the 
shared portlet application sessbn object the shared portlet appKcation sessbn 
object stored on a memory and executed by a processor ; and 
said portlet applbatbn communicatbn clbnt having a user sessbn information store for 
storing user sessbn information including selected informatbn from the set of the 
folbwing user sessbn informatbn: user id, user credentials, language 
preferences, sessbn timeout informatbn, and session id , etc. for mapping said 
user sessbn informatbn to a corresponding sessbn of said web application. 

17. (Original) The apparatus of claim 1 , claim 9 or claim 1 6 wherein said sessbn timeout 
informatbn includes sessbn timeout informatbn of said portal server and said web appKcation 

1 8 . (Current^ Amended) A portlet application, for managing a collectbn of associated portlets in a 
portal, for operating on a server providing access to a web applbatbn by a user; 

said associated portlets having portlet request parameter maps storing data and 
instructions from user requests to said portlets; 
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a shared portlet appKcation session object for said user for said associated portlets , the 
shared portlet appKcation session object accessible by each portlet in a portlet 
appKcation, the shared portlet appKcation sessbn object stored on a merrory 
and executed by a processor ; 

a shared portlet appKcation sessbn data store controlled by said shared portlet 

appKcation session objec t the shared portlet appKcation session data store 
configured to aflow each portlet in a portlet appKcation to share session 
informatbn ; 

a portlet appKcation communication cKent Knked to said shared portlet appKcation 

session data store for communicating between said associated portlets and said 
web appKcation to convey user requests received fi-om said associated portlets 
to said web appKcation; 

said communication cKent having a request buffer for storing requests fi-om portlet 
request parameter maps of said associated portlets to enable said 
communication cKent to provide data and instructions for said web appKcation, 

(Original) The apparatus of claim 18 fiirther including synchronization means for said portlet 
appKcation communication cKent for matching session timeouts between portal server and said 
web appKcation by reauthenticating said user if said web appKcation times out before said portal 
server. 



20. (Current^ Amended) A metiiod for a portal server system for managing a collection of 
associated portlets responsive to user requests to access a web application, the method 
conprising: 



saving parameters from user requests of associated portlets , the shared portlet 
appKcation session object accessible by each portlet in a portlet application and 
configured to albw each portlet in the portlet application to share session 
informatbn, the shared portlet application session object stored on a memory 
and executed by a processor; and 




using a portlet application communication client linked to said portlet application sessbn 
means for communicating between said associated portlets and said web 
appKcation to convey user requests received fiom said associated portlets to 
said web appKcatioa 



2 1 . (Current^ Amended) An article comprising: a computer readable signal bearing storage 

medium; and computer program code means recorded on said medium adapted to implement 
liie apparatus of any claims 1-19. 



using ^ 



portlet appKcation 



a shared portlet appKcation session object for 
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